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Prezados Clientes, 
Colaboradores e Amigos. 


Com a publicacao do presente 
catalogo, pretende-se 

apresentar uma retrospectiva 
global do que tem sido a 
actividade da empresa 

durante os seus ultimos anos. 

E, através dele, dar um 
testemunho da competéncia 
técnica, da capacidade de 
realizacao e do espirito de bem 
servir que sempre a impregnaram. 
Foram estes os factores essenciais 
do seu desenvolvimento sempre 
apoiado num escol de excelentes 
colaboradores. 

Dispondo agora de maiores 
recursos e capacidades, assim 
como de uma tecnicidade cada 
vez mais apurada, fruto de uma 
vasta experiéncia em varios 
pontos do globo, a nossa 
evolucéo, apesar da conjuntura 

e das exigéncias da nossa época, 
apresenta-se promissora 

e auspiciosa. 

E pois com confianca que nos 
lancamos a conquista de novos 
mercados, de novos clientes, que 
sempre se tornarao novos amigos. 
Este 6 0 meu voto, que sei 
também ser o de todos os que 
desejam o engrandecimento 

e a prosperidade da empresa. 


Dear Clients, 
Cooperators and Friends, 


With the publication of the 
present brochure 

we aim to offer a global 

view of what has been the 
Company's activity during 

the past years. 

Moreover we wish to give 

a general idea of the Company's 
technical efficiency, its Capacity 
and continuous struggle to serve 
and give full satisfaction 

to our clients. : 
These were the main reasons of 
our development, always backed 
by an excellent group of 
cooperators. 

Now, with better resources and 
capacities, as well as a more 
accurate technicity, resulting 
from a large experience in several 
parts of the world, our evolution 
looks rather promising, in spite of 
the difficulties and the always 
rising demands of the age 

we are living in. 

/t is, therefore, with confidence 
that we look for new markets 
and new clients, who will 
enlarge our circle of friends. 
This is my wish and I am sure 
is also the one of all those who 
sincerely want the steady 
development and prosperity 

of the Company. 


H. LEITAO 
(Presidente Conc. Administracao) 


(Chairman of the board) 





CONSTRUCOES TECNICAS, SARL. 


Construcées Técnicas, iniciou 
a sua actividade em 1946, entado 
sob a denominacao de 
Construc6es Técnicas, Lda. 
Desde 0 seu inicio, tiveram os 
dirigentes da empresa 

a preocupacao dominante de 
formar um escol de quadros 
técnicos e um'‘parque de 
equipamento que, além de 
garantirem a sua eficiéncia no 
momento, permitissem o seu 
futuro desenvolvimento em 
moldes verdadeiramente 
industriais. 





Entendia-se assim que a execucao 
de cada nova obra nao era 

sO um centro de lucros, mas um 
meio de formar homens 

e seleccionar equipamentos, 

a utilizar em futuros e sempre 
mais ambiciosos 
empreendimentos. 

A formacao especializada do 
fundador da empresa, 

Eng.° Henrique Leitao, permitiu 
que ela se dedicasse desde 

O inicio, a ramos especificos da 
construcao: fundacdes 

e trabalhos maritimos. 

E, naqueles dominios, a sua 
actividade demonstrou desde 
logo assinalado engenho 


Construcdes Técnicas, began its 
activity in 1946, under the name 
of Construcdes Técnicas, Lda. 
From the very beginning, the 
main objective of the Managing 
Directors of the Company was 

to organize a highly qualified 
technical staff and a sophisticated 
range of equipment which, besides 
granting its efficiency at that 
moment, would also allow for the 
future development of the 
Company in a true and positive 
industrial manner. 

Each new contract did not only 
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mean @ source of profits, but also 
an opportunity to train and 
develop men, and to select 
eguipments that could be used in 
an even more ambitious future. 
The highly specialized and 
qualified training and up-bringing 
of its founder, Eng. Henrique 
Leitao, definitely opened the 
widest perspectives to the 
Company, which could, from 

its very beginning, perform 

very specialized works on civil 
engineering construction fields: 
foundations and marine works. 


Escritérios Centrais da nossa empresa 
na Av. 24 de Julho n.° 24 — Lisboa 


Company's Main Offices at 
Av. 24 de Julho n.° 24 — Lisbon 





Av. 24 Julho, 24 — 1200 Lisboa 


Telefone/Telephone: 675051 e Telex/Te/ex: 16431 CT LISB e Endereco Telegrafico/Teleg. Address: CONTEL — Lisboa 
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pandiamo-nos, ja em 1947, 
ra os Acores, para a 


Ss Bs 


> 


Avenida Marginal do Porto 
> Ponta Delgada. 
A partir de 1952 
encontravamo-nos a executar em 
Angola o Silo Portuario do 
Lobito, com fundacdes 
especialmente dificeis: em 1957 
em Cabo Verde, na construcao 
dos cais acostaveis do Porto 
de S. Vicente, com 1400 m de 
extensao; em 1967 em 
Mocambique, na consolidacao 
ais do Gorjao do entao 
Porto de Lourenco Marques. 
ral o sucesso obtido nestas obras 
escorvou 0 largo 
nvolvimento que tivemos 
m obras portuarias. 
e entao para ca em todos 
gueles mercados desenvolveu 
empresa grande actividade, 
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His activity proved to be of the 
highest capacity and technical 
knowledge, in those specific 
fields, not only on what the 
conception of the works is 
concerned, but also on what 
is related to their design and 
construction procedures. 
Since our activity was definitely 
settled in Portugal, with solid and 
positive results, we extended it, 
in 1947, to the Azores /sland. 
for the construction of a 
marine job — the seaside avenue 
of the Ponta Delgada Harbour. 
From 1952 onwards, we were 
already operating in Angola, 
erecting the Lobito’s Harbour silo, 
with particularly difficult 
foundations, in 1957 we were 
in Cape Verde, building the 
7400 m long S. Vicent Harbour 
quays, in 1967 we 
entered the Mozambique market, 
for the consolidation of the 
Lourenco Marques Harbour's 
Gordo pier. 
The enormous success obtained 
in these jobs, was the basis 





Estaleiro Geral da Empresa em 
Alverca do Ribatejo 


Company's Plant Division at Alverca do Ribatejo 


for the large development we 
achieved in Harbour contracts. 
From then on, the Company 
developped an enormous activity 
in those markets, chiefly in 
foundations, and in marine works. 
However, we soon extended 

our activity to other fields. 

The large Lobito's Harbour silo, 

is an example of the diversification 
introduced, always based on 
works which demanded a high 
level of technology. 

After the silos, we began 

working on tall structures, 

such as chimneys. 

The wide projection of our 
Company led us to diversify even 
more our activity and, we then 
began to takle big jobs, 

such as large industrial 
complexes and dams. 
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1975 
U.S. $ 50 640 000 


1977 
U.S. $ 55 036 000 


B Portugal 


BB Estrangeiro 
Abroad 


nos dominios das fundacdes 

e no das obras maritimas, cedo 
ampliando a sua accao a outros 
ramos. 

Jao Silo Portuario do Lobito, 
constitui um exemplo da 
diversificacao iniciada, sempre 
na base de obras exigindo 
elevada tecnicidade. 

Aos silos sucederam-se as 
construcdes em grande altura, 
como as chaminés. 

A dimensao que a empresa foi 
tomando levou-nos entao a 
diversificar mais ainda a nossa 
actividade, a qual se alargou as 
obras de vulto, como as grandes 
instalacdes industriais e as 
barragens. 


Producées totais anuais em U.S.A. Délares e percentagens em Portugal e no Estrangeiro 


Yearly turn-overs in U.S.A. Dollars and its percentages in Portugal and abroad 


1976 
U.S. $33 671 000 





1978 
U.S. $42 152 000 


Figurando a partir de 1972 

como a primeira firma de 
construcdes portuguesa 0 seu 
volume de vendas situou-se em 
50 milhdes de ddlares, em 1975 
E esta dimensao, junto de uma - 
longa experiéncia e de um 
comprovado know-how, que nos 
leva a encarar com optimismo 

a actividade em novos mercados. 
Considerando que a grande 
maioria das obras que se 
apresenta neste catalogo obedece 
a projecto da nossa empresa, 
julgamos que quem 0 compulsar 
ficara com uma ideia clara das 
nossas capacidades de projectar 
e construir. 


obras maritimas 
e portu4arias 
marine and 
harbour works 


centrais termoeléctricas 
thermoelectric 
power station 


aproveitamentos 
hidroeléctricos 
hydroelectric schemes 


cimentarias 
cement factories 


siderurgias 
steelworks 


silos, torres e chaminés 
silos, towers and 
chimneys 


hotéis e edificios 
hotels and other buildings 


pontes e viadutos 
bridges and flyovers 


fundacdes e geotécnia 
foundations 
and geotechnics 
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From 1972 onwards, we appeared 
as the first portuguese firm 

of civil engineering contractors 
and our turnover reached 

the amount of 50 million dollars 
in 1975. 

/t is this dimension which, 
together with a vast experience 
and a well established 
«know-how», that led us 

to face with great expectations 
the new markets. 

Taking into consideration that 
the great majority of the works 
we are showing in this brochure, 
result from our own design, 

we dare believe that any one 
who reads it, will have a perfect 
idea of our designing and 
construction capability. 
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obras maritimas e portuarias 
marine and harbour works 
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Porto de recreio 
Vilamoura — Portugal 


Servindo e valorizando 
extraordinariamente o centro 
turistico de Vilamoura, 0 porto 
interior da sua Marina oferece 
uma area molhada de 140000 m2 
€ a sua entrada é protegida por 
dois molhes com 450 e 600 m 
de comprimento, cada. 

Marina de Vilamoura — Algarve - Portugal! Os fundos variam entre —3,50 m 
e —5,50 m sendo um porto 
totalmente artificial. 

Para a sua execucaéo houve que 





Varina of Vilamoura — Algarve - Portugal 


Construcao de tetrapodos para proteccao dragar Ou escavar 2. 400 000 m3 
dos moihes . 1. 

de lodos e areias e utilizar 
Construction of tetrapods for breakwaters 900 000 m3 de enrocamentos 
iii e aterros. 


Cliente: LUSOTUR 
Sociedade Financeira de Turismo, SARL 


Sem CONSTRSLCCES TECNICAS, SARL 





Marina 
Vilamoura — Portugal 


Serving and increasing the value 
of the touristic centre of 
Vilamoura, the inner harbour of 
its Marina, provides a berthing 
place of 140000 m2 and its 
entrance is protected by two 
breakwaters, 450 m and 

600 m long, each. 

The bottoms vary between 
-—3,50m and —5,50 m, being this 
a totally artificial harbour. 

For its construction, we had to 
dredge or excavate 2400000 m3 
of muds and sands and to use 
900000 m3 of rock and sand fills. 


Employer: LUSOTUR 
Sociedade Financeira de Turismo, SARL 
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Porto de Leixdées 
Portugal 


O comprimento dos cais 
projectados e construidos pela 
nossa empresa para o Porto de 
Leixées atinge 1783 m, tendo 
fundos a —11,00 me —12,00 m. 
Todos os cais do lado norte 
foram construidos sobre estacas 
de betao armado moldadas no 
terreno, com diametro de 1,0m 
e 1,1 m. Parte das estacas sao 


verticais e parte inclinadas a 12°, 


formando cavaletes transversais. 
Algumas das estacas atingiram 


comprimentos superiores a 50m, 


chegando a penetrar mais de 
30 m nas formac6ées graniticas 
alteradas. 





Leixées Harbour 
Portugal 


The length of the quay walls 
designed and constructed by our 
Company for the Leixées Harbour 
reach 1783 m, with -11,00m 
and —12,00 m bottoms. 

All the quays on the northern 
side are founded on cast in-situ 
reinforced concrete piles, which 
diameters are 71,0m and 7,7 m. 
Some of these piles are vertical 
and some slopped at 72.°, 
forming transversal trestles. 
Some of the piles are longer 
than 50 m, driven through 
altered granitic formations. 





Porto de Leix6es — Portugal 
Doca 4 em construcao 


Leix6es Harbour — Portugal 
Dock 4 under construction 
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O cais do lado sul da doca n.° 4, The southern side quay of the 


em construcao, é constituido por N.° 4 dock, under construction, 
blocos de betao com 100t is formed by concrete blocks 

de peso. weighing 100 tons. 

Neste porto realizamos ainda /n this same harbour, we have 

a reparacdo e consolidacaéo 295m __ a/so repaired and reinforced 

de antigos cais. 295 m of the existing quays. 
Cliente: Employer: 

Administragdo dos Portos do Douro e Leixées Administracdo dos Portos do Douro e Leixées 


Docas n.° 2en° 4 


Docks 2 and 4 





Muro-cais norte, sobre estacas, durante a sua 
construcao 


Northern quay-wall, founded on piles, 
during construction 
Colocacao de blocos de betao. 


no cais sul da Doca n.° 4 


Placing of concrete blocks on the 
southern quay of Dock 4 
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Porto de S. Vicente — Cabo Verde 


S. Vicente's Harbour — Cape Verde 


Porto de S. Vicente 
Cabo-Verde 


Uma das primeiras obras 
maritimas’ de vulto construida 
pela nossa empresa, o molhe 

€ OS Cais acostaveis do Porto 
Grande de S. Vicente oferecem 
a navegacao uma extensao de 
cais de 1600 m, com fundos de 
—9,50 me —-11,50 m, 
respectivamente no travessao 
interior € no molhe exterior. 

A estrutura da obra, por nés 
projectada, é formada por blocos 
de betao com 60 t de peso. 


Dono da obra: Governo de Cabo Verde 





S. Vicente Harbour 
Cape Verde 


One of the first important harbour 
works carried out by our 
Company, was the pier and 
quays of the S. Vicente’s Harbour, 
which provide berthing facilities 
1600 m long. with -—9,50 m and 
—11,50 m bottoms, at the internal 
pier and at the external 
breakwater, respectively. 

The structure, entirely designed 
by our Company, is formed by 
concrete blocks weighing 60 tons. 


Owner: Cape Verde Government 


Av. 24 Julho, 24 — 1200 Lisboa 
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hoteéis e edificios 
hotels and other buildings 
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Porto de Vale de Cavaleiros 
Ilha do Fogo — Cabo Verde 


Vale de Cavaleiros’ Harbour 
Fogo |sland — Cape Verde 


Porto de Santo Antao 
\iha de Santo Antao — Cabo Verde 


S. Antéo’s Harbour 
Santo Antao Island — Cape Verde 
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Porto de Vale de Cavaleiros 
Porto Novo — Cabo Verde 


Os portos de Vale de Cavaleiros, 
na Ilha do Fogo, e do Porto 
Novo, na Ilha de Santo Antao, 
ofereceram particulares 
dificuldades de execucao por 
nao se dispor de quaisquer 
recursos naquelas ilhas. 

Vale de Cavaleiros dispde de 
130 m de cais acostavel 

a —5,50 m, Porto Novo possui 
133 m de cais acostavel 

com fundos a —7,00 m. 


Dono da obra: Governo de Cabo Verde 


Vale de Cavaleiros Harbour 
Porto Novo Harbour 
Cape Verde 


The Vale de Cavaleiros Harbour, 
in Fogo-/sland, and the 

Porto Novo Harbour in 

Santo Antéo-/sland, were built 
under particularly difficult 
conditions, due to the lack of 
infrastructures or facilities 

in those islands. 

Vale de Cavaleiros has a mooring 
dock, 130 m long with —5,50m 
bottoms, Porto Novo js 133m 
long with bottoms at —7,00 m. 


Owner: Cape Verde Government 


Porto da Praia —Ilha de S. Tiago — Cabo Verde 
Caixotées na carreira 


Praia’s Harbour—S. Tiago's lsland- Cape Verde 
Caissons in the launching yard 


Av. 24 Julho, 24 1200 Lisboa 


Porto da Praia 
Cabo Verde 


Na Ilha de S. Tiago, servindo 

a cidade da Praia, 

capital de Cabo Verde, 

OS Cals acostaveis que 
ultimamente ali construimos 

tém uma extensao total de 500 m, 
com fundos de -7,50m e 
-9,50m estes ultimos na face 
interior do molhe. 

Na gravura de cima véem-se os 
caixotdes de betao armado, 
bicilindricos, que constituem a 
estrutura do cais. Quatro desses 
caixotdes encontram-se na 
Carreira de lancamento, estando 
a concluir-se a construcdo de um 
deles, utilizando moldes 
deslizantes. Véem-se ainda varias 
unidades em flutuacao e ao fundo 
Os enrocamentos de defesa 

do terrapleno. 


Dono da obra: Governo de Cabo Verde 





Praia Harbour 
Cape Verde 


On the S. Tiago /sland, and 
providing Praia, the capital of 
Cape Verde, with berthing 
facilities, the quays we built 
recently, have a total length 
of 500 m. with —7.50 m and 
—9,50 m bottoms, being 

the /atter on the inner sides 

of the mole. 

On the picture above, one can 
see the reinforced concrete 
caissons which form the structure 
of the quay. Four of these 
Ca/ssons are situated in the 
launching area. One of them is 
still being finalized, using 
sliding shutters. 

Several units can be seen 
floating and, in the background 
the rockfill, for the protection 
of the earthworks. 


Owner: Cape Verde Government 
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Vista aérea do Cais Gorjao 
Maputo — Mocambique 


Aerial view of the Gorjao Quay 

Maputo — Mozambique 

Repulsdo de areias para o terrapleno 
Repulsion of hydraulic fill 

Consolidacao do antigo cais 

Perfuracao para introducao de ancoragens 


Reinforcement of existing quay 
anchorage boring operation 


Prolongamento 


do Cais Gorjao 


Maputo — Mocambique 


Em 1967/68, a nossa empresa fol 
chamada a consolidar um cals 

de blocos, que, numa extensao 

de 240 m, ameacava ruina. 
Posteriormente, executamos 
prolongamentos de cais que 
totalizam mais de 1100 m, com 
fundos de —12,00m, todos 

sob nosso projecto. 

Daquela extensao 600 m de cais 


sao constituidos por 
estacas-pranchas metalicas, 
atirantadas, e 360 m por 
caixotoes de betao armado, 


celulares, 

Além da execucao das estruturas 
os trabalhos a nosso cargo 
comportaram a execucao de 
cerca de 4 milhdes de m3 

de dragagens e aterros. 


Dono da obra: Governo de Mocambique 





Extension of the Gorjao Quay 
Maputo — Mozambique 


/n 1967/68 our Company was 
called to consolidate a 240m 
concrete blocks quay, on the 
verge of collapsing. 

Later on, we built 1700 m long 
extensions, with —12,00m 
bottoms according to our own 
designs and construction 
procedures. 

That quay is formed by 600 m of 
tied back sheet piles, and has 
360 m of celular reinforced 
concrete Ca/ssons. 

Besides the manufacture of the 
structures, the works carried 
out by our Company included 
4 million m3 of dredging and 
embankment works. 


Owner: Mozambique Government 
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Cais acostaveis 

Nacala — Mocambique 
As obras por nos realizadas 
desde 1972 a 1974, dotaram 
oO porto de Nacala, com mais 
600 m de cais acostaveis, 
408 m dos quais com fundos 
de —15,00 m. 


Porto de Nacala — Mocambique 


Nacala Harbour — Mozambique 


Os restantes tem fundos 

de —8,00 m. 

A estrutura de ambos os cais 

é constituida por um tabuleiro de 
betao armado, assente sobre 
estacas cilindricas, também de 
betao armado. O conjunto é 
ancorado a grandes macicos de 
betao, por meio de tirantes 
post - esforcados. 

As estacas tém 0,75 m de 
diametro € os seus comprimentos 
variam entre 18 me 34m. 

Os trabalhos realizados 
compreenderam ainda a 
execucao de 1 milhao de metros 
cubicos de dragagens e aterros. 


Dono da obra: Governo de Mocambique 
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Mooring Quays 
Nacala — Mozambique 


The works carried out by our 
Company between 1972 and 
1974, provided the Nacala 
Harbour with a further 600m of 
mooring quays, of which 408 m 
have —75,00 m bottoms. 

The remainder has —8,00 m 
bottoms. 

The structure of both quays is 
formed by a reinforced concrete 
deck, supported by reinforced 
concrete piles. 

The whole structure is anchored 
to large concrete blocks, by 
means of post stressed anchors. 
The piles are 20,75 m and 
their length varies between 
78m and 34m. 

The works include also 

1 million m3 of dredgings 

and earthworks. 


Owner: Mozambique Government 


Av. 24 Julho, 24— 1200 Lisboa 
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Doca do Chiveve em fase de construcao 


Chiveve Dock under construction 
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Doca do Chiveve 

Beira — Mocambique 

Esta obra maritima foi por nds 
projectada, em 1977, e 
encontra-se em vias de conclusao. 
Com a forma de um U, em 
planta, a doca dispde de 3 cais 
com o desenvolvimento total 

de 432 m. O coroamento dos cais 
situa-se a cota + 7,.50m 

e os fundos sao de —3,20 m. 

A estrutura dos cais é constituida 
por caixotées de betao armado, 
de seccao bi-circular, cheios 
posteriormente com 
enrocamento. Os caixotdes sao 
construidos numa doca seca. 

Na fotografia vé-se um caixotao 
em flutuacao, pronto a ser 
rebocado para a sua posicao 

no cais. 


Dono da obra: Governo de Mocambique 





Chiveve Dock 
Beira — Mozambique 


This marine job, was designed 
by the Company in 1977 and 

is now almost completed. 

This U — shaped dock has 

3 quays, 432 m long. Their top is 
at e/. + 7,50m, with -3,20m 
bottoms. 

The quay’s structure is formed 
by bi-circular section reinforced 
concrete caissons, which were 
later filled with rockfill. 

The caissons are built on a dry 
dock. The picture shows a 
floating caisson, ready to be 
positioned at the quay. 


Owner: Mozambique Government 


Porto de Luanda 
Angola 


Em prolongamento dos cais 
acostaveis do Porto de Luanda 
construimos mais 850 m de novo 
cais. Desta extensao os primeiros 
550 m tém fundos —10,50 m e os 
restantes 300 m fundos de 
—12,50 m. O respectivo projecto 


foi elaborado pela nossa empresa. 


A estrutura do cais 6 


constituida por caixotoes de 
betao armado, de seccao 
bicircular. Os caixotoes foram 
construidos em carreira, lancados 
ao mar e posteriormente cheios 
com areias obtidas nas dragagens. 
A obra comportou a execucao 

de 105 caixotoes. As dragagens 

e aterros totalizaram um volume 
de 1800000 m3. 


Dono da obra: Governo de Angola 





Porto de Luanda—Angola 
Prolongamento dos cais acostaveis 


Luanda Harbour — Angola 
Extension of quay 


Luanda Harbour 
Angola 


For the Luanda Harbour, 

we built 850m of a totally new, 
quay, as an extension to the 
existing one. Of this extension, 
the first 550 m have -10,50m 
bottoms and the remaining 

300 m have —12,50 m bottoms. 
The relevant design was entirely 
prepared by our Company. 

The structure of the quays is 
formed by reinforced concrete 
hollow caissons. The caissons 
were built in pre-casting yard, 
launched, and sunk filled with 
dredged sand. 

The works involved the 
manufacture of 105 caissons. 
The dredging and the earthwork 
operations reached a volume 

of 7 800000 m3 


Owner: Angola Government 
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Malembo Pier 
Cabinda — Angola 


/n order to provide the berthing 
of tugs, our Company designed 
and built, in the short period 

of 3 months, the pier shown 

on this page. for the Cabinda 
Gulf Oil Company. 

This fast moving job, was only 
possible due to the knowledge 
we had of the area where 

the works had to be erected 
and the encouragement 

given by the Employer, all of 
which enabled us to meet 

the final contract dates. 

The total length of the job is of 
342 m, being 166 m of berthing 
quay. /ts structure consists of a 
deck of pre-stressed concrete 
beams, braced together by cast 
in-situ concrete. 

The deck is supported, through 
metal profiles, by steel caissons 
piles. 

Later on, a folding type steel 
sheet pilling wall was driven 
providing a mooring area 

of calm water. 





Owner: Cabinda Gulf Oil Company 


Ponte-cais do Malembo 





Malembo Pier 


Ponte-cais no Malembo A extensao total da obra é de 
Cabinda — Angola 342 m, com 166 m acostaveis. 

A sua estrutura é constituida por 
Para permitir a acostagem, de um tabuleiro de vigas de betao 


rebocadores, no prazo de pré-esforcado, solidarizadas por 
3 meses apos a adjudicacao, betao fundido «in situ». 
projectamos e construimos, para O tabuleiro apoia-se, por 

a Cabinda Gulf Oil Company, intermédio de perfis metalicos, 
a ponte-cais representada em estacas-caixdes, também 
nesta pagina. metalicas. 

Tal foi possivel gracas ao Posteriormente, foi cravada uma 
conhecimento que tinhamos do cortina de estacas-pranchas 
local e aos incentivos que metalicas, «em concertina», 


recebemos do nosso cliente para destinada a obter uma darsena 
ter a obra disponivel no prazo de aguas calmas nas zonas 
pretendido. acostaveis. 


Dono da obra: Cabinda Gulf Oil Company 
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Vista do Porto de Pesca 


General View of the Fishing Harbour 


Cais de Catembe 

Maputo — Mocambique 
Construido também sob projecto 
nosso a obra tem um 
desenvolvimento total de 200 m., 
em fundos de —5,00 m e —3,00m 
A estrutura, tanto do cais como 
da ponte-cais, é constituida por 
uma laje de betao armado, 
assente sobre cilindros ocos, 

do mesmo material. 


Dono da obra: Governo de Mocambique 


em 
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Porto de Pesca do Cacuaco 
Luanda — Angola 


Executado sob projecto nosso 

a obra comporta 530 m de cais 
acostaveis, com fundos de 
—5,00 m a —7,00m 

A sua estrutura 6 constituida por 
uma laje de betao armado, 
apoiada em estacas do mesmo 
material. As estacas tem 

o diametro de 0,52 m. 


Dono da obra: Governo de Angola 


Catembe Pier 

Maputo — Mozambique 
With a total development of 
200 m and with —5,00 m and 
—3,00 m bottoms, this job was 
also designed and built by our 
Company. 

/ts structure consists of a 
reinforced concrete slab over 
hollow caissons of the same 
material. 


Owner: Mozambique Government 





Cacuaco Fishing Harbour 
Luanda — Angola 


Designed and built by our 
Company, it has 530 m of 
berthing quay with —5,00 m 
to —7,00 m bottoms. 

/ts structure consists of a 
reinforced concrete slab 
supported by  0,52m 
reinforced concrete piles. 


Owner: Angola Government 





Vista aérea do Cais de Camtebe 


Aerial view of Camtebe Pier 
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Doca n.° 10 
Estaleiros da Lisnave 
Lisboa — Portugal 


A doca n.° 10 dos Estaleiros da 
Lisnave, na Margueira —um dos 
maiores estaleiros navais do 
mundo — construida inicialmente 
com 100 m de extensao por 

56 m de largura, foi prolongada 
até atingir um comprimento 

total de 320 m. 

Deste prolongamento, executado 
em duas fases, se ocupou 

a nossa empresa. 

As paredes prolongadas foram 
construidas numa extensao de 
560 m, com moldes deslizantes, 
sendo os restantes 266 m 
constituidos por paredes 
moldadas no solo. 


Cliente: Lisnave 
Estaleiros Navais de Lisboa, SARL 
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Dry-dock n.° 10 

Lisnave Shipyards 

Portugal 

Dock number 10 of the Lisnave 
Shipyard, at Margueira, one of 
the biggest shipyards in the 
world, was initially 100 m long 
and 56 m wide, having 
afterwards be extended up 

to a total of 320 m. 

This extension was carried out 
by our Company in two stages. 
The extended walls were built 
over 560 m, by means of sliding 
shutters. The remaining 266 m 
are in cast in-situ walls. 


Employer: Lisnave 
Estaleiros Navais de Lisboa, SARL 


Doca seca n.° 10 


Dry dock number 70 





Cais acostaveis 
Estaleiros da Lisnave 
Lisboa — Portugal 


Também para os Estaleiros Navais 


da Lisnave, projectou e construiu 
a nossa empresa, em 1970/71, 
240 m de cais acostaveis, 

com fundos de —6,00 m. 

A infra-estrutura do cais é 
constituida por cilindros ocos 
de betao armado, cheios com 
enrocamento. 

A base dos cilindros, bem como 
as suas paredes, até se atingir 

oO nivel da flutuacao, foram 
construidas em terra. Acima 
daquele nivel os cilindros foram 
betonados em flutuacao, com 
moldes deslizantes. 


Cliente: Lisnave 
Estaleiros Navais de Lisboa, SARL 
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Mooring Quays 
Lisnave Shipyards 
Portugal 


For the Lisnave shipyards, our 


Company also built, in 1970/77, 


240 m long mooring quays, 
with —6,00 m bottoms. 

The substructure of the quay 
consists of reinforced concrete 
hollow caissons, filled 

with rockfill. 

The caissons base as well as 
their walls, were built on shore, 
until the floating level was 
reached. Above this level the 
caissons were Cast afloat, 

with sliding forms. 


Employer: Lisnave 
Estaleiros Navais de Lisboa, SARL 


Cais de Acostagem 


Mooring quay 








Central Termoeléctrica do Barreiro 
Tomada de Agua durante a construcao 


Power Station of Barreiro 
intake under construction 


Tomada de Agua em vias de acabamento 


Finishing stage of the Intake construction 


Tomada de agua 
Central Termoeléctrica 
do Barreiro 

Portugal 


Para a Central Térmica da E.D.P., 
no Barreiro, construimos, em 
1975/77, a tomada de agua que 
as fotografias referenciadas 
documentam. 

As estruturas da tomada e da 
restituicao sao de betao armado, 
nelas estao instalados os grupos 
de bombagem que distam 

520 m da margem do rio. 

Para a sua construcao houve que 
construir, com estacas-pranchas 
metalicas, uma ensecadeira 

com 14m~x 38m e fundos 

a —11,00 m, ou seja uma altura 
de agua superior a 15m. 

A distancia a terra 6 vencida 

por um dique de areia, defendido 
com enrocamento. No interior do 
dique estado instaladas as 
condutas de aducao e de 
restituicao. Estas sao fundadas 
sobre 3300 m de estacas de 
betao armado moldadas no 
terreno. 


Cliente: E. D. P. 
Electricidade de Portugal, EP 
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Intake — Power Station 
Barreiro 
Portugal 


The E. D. P.’s power station 
intake at Barrejro, was built 

by our Company, in 1975/77 
This intake is shown in the 
relevant pictures. 

The structures are of reinforced 
concrete 520 m away from the 
riverborder, where pumping 
groups are installed. 

For its construction, a sheetpile 
cofferdam has been built. This 
cofferdam is 14m*x 38m, with 
—717,00m bottoms, being the 
head of water more than 15 m. 
The distance between the river 
and the power house is covered 
by a sand fill dique, protected 
by rockfill, where the inlet 

and outlet pipes are located. 
These pipes are founded on 
3300 m of cast-in-situ reinforced 
concrete piles. 


Employer: E. D. P. 
Electricidade de Portugal, EP 
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Cais das Minas de Aljustrel 


The Mines of Aljustrel Quay 


Lancamento dum caixotéo de betao armado 


Launching of a reinforced concrete caisson 
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Cais das Minas de Aljustrel 
Setubal — Portugal 


Com cerca de 125 m de extensdo 
e fundos a —9,50, a realizacao 
deste cais, por nds projectado, 
permitiu a criacao de 17500 m2 
de terraplenos para 
armazenamento de materiais, 
dando acostagem a mineraleiros 
até 20000 toneladas de 
deslocamento. 

O cais é constituido por 
caixotdes rectangulares de betao 
armado, cheios com areia e 
assentes sobre um tapete de 
enrocamento; sobre os quais 
apoia um macico de betado 
armado coroado a cota+5,00 m. 
Os caixotées foram construidos 
em Carreira, junto a obra. 


Cliente: Minas de Aljustrel, SARL 


Mines of Aljustrel Quays 
Setubal — Portugal 


This 125 m long quay with 
-9,50 m bottoms, was totally 
designed and built by our 
Company and it provides a 
storage area of 17500 m2, 

and allows the berthing of 
20000 tons bulk carriers. 

The quay was built with 
reinforced concrete rectangular 
caissons filled with sand 

and supported by a rockfill bed. 
Over the caissons a reinforced 
concrete bulk block has been 
casted up to e/. +5,00 m. 

The caissons were built, on 

a launching yard. 


Employer: Minas de Aljustrel, SARL 
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centrais termoeléctricas 
thermoelectric power stations 
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Vista de conjunto da Central Térmica 
do Carregado 


Global view of the Carregado Thermoelectric 
Power Station 


Ensecadeira da tomada de agua 


intake cofferdam 
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Central Termoeléctrica 
da E. D. P. 
Carregado — Portugal 


A Central tem uma poténcia 
instalada de 6x125 MW. 
Coube-nos realizar todos os 
trabalhos do 1.° escalao, 
incluindo o edificio da central, 
circuito de arrefecimento, 

a subestacado e as obras anexas, 
bem como as fundacdes dos 
reservatorios e duas chaminés. 

A tomada de agua foi 

construida nas aluvides lodosas 
do Tejo, ao abrigo de uma 
ensecadeira com 30m x 30m em 
planta e desnivel de agua 

de 16 m. 

O canal adutor tem uma extensao 
de 1362 me esta fundado 





E. D. P. Thermoelectric 
Power Station 
Carregado — Portugal 


The power installed is 

6x 7125 MW. 

The first stage works were 
awarded to our Company, 
including the Power House, 
cooling system, the substation 
and outbuildings, as well as the 
foundations for the reservoirs 
and two chimneys. 

The intake was built on the mud 
alluvions of the River Tagus, 

















sobre estacas de betao armado 
moldadas no terreno. 

Estacas do mesmo tipo foram 
utilizadas para as fundacdes 

dos reservatorios de fuel. 

O conjunto de estacas executadas 
atingiu 12 000 m. 


Cliente: E. D. P. 
Electricidade de Portugal, EP 
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protected by a 30m x 30m 
cofferdam with a water 
uneveness of 76m. 

The inlet channel is 1362 m long, 
founded over cast in-situ 
reinforced concrete piles. 
/dentical piles were used for the 
fue/ reservoirs foundations. 

The set of piles produced, 
reached 12000 m. 


Employer: E. D. P. 
Electricidade de Portugal, EP 





Canal adutor 


Water channe/ 


Tomada de Agua 


intake 


Edificio da Central — fase de construcac 


Power Station Building — under constr. 
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Central Termoeléctrica 
da E.D.P. 
Setubal — Portugal 


A poténcia a instalar é de 
4x250 MW. 

Os trabalhos por nds executados 
para al ell fases compreendem 
todas as obras de construcao 
civil respeitantes a central, 

0 Circuito de arrefecimento, 
incluindo as pontes sobre os 


canais de aducao e de restituicao. 


Coube-nos também a execucao 
dos edificios anexos, como 
escritorios, oficinas, 
laboratorios, etc. 


Thermoelectric 
Power Station 
Setubal — Portugal 


The power to be installed is 

4x 250 MW. 

The works carried out by our 
Company, for the / and // stages, 
included all the power station 
civil engineering works, the 
cooling system including the 
channel bridges, and the bridges 
over them. 

We also erected the logistic 
buildings, such as offices, 
workshops laboratories, etc. 








Vista do conjunto da Central Termoeléctrica 
de Setubal — | fase 


General view of the Thermoelectric Power 
Station at Setuba/ —/st stage 


Condutas de aducao 


Water channels 
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/ntake under Construction 


Vista aérea da tomada de agua 
Aerial view of the intake . 
Tomada de Agua em fase de construcdo 

Edificios da Central 


Power Station Building 





Os trabalhos compreendem a The works included the casting 
execucao de 86000 m3 de of 86000 m3 of reinforced 
betao armado. concrete. 

A tomada de agua é protegida The intake is protected by two 
por dois diques de enrocamento rockfill diques and two gabions 
e dois gabions de of stee/ sheetpiles. 
estacas-pranchas metalicas. 


Employer: E. D. P. 
ici Portugal, EP 
Cliente: E. D. P. Electricidade de Portuga 


Electricidade de Portugal, EP 
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aproveitamentos hidroeléctricos 
hydroelectric schemes 
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Vista nocturna da barragem da Aguieira 
durante a sua execucao 


Night view of the Aguieira Dam. 
under construction 


Aproveitamento 
hidroeléctrico da Aguieira 
Portugal 


A barragem da Aguieira esta 
implantada no rio Mondego, 

na regiao de Coimbra. 

A barragem é constituida por trés 
abdobadas de curvatura dupla que 
se apoilam nas margens e em dois 
contrafortes implaniados no 

leito do rio. 

A central, localizada entre os 
contrafortes, esia equipada com 





Hydroelectric Scheme 
of Aguieira 
Portugal 


The Aguieira Dam Is situated 

on the Mondego River, an area 
of the Coimbra District. 

This dam consists of three arches 
of double curb (buttress dam) 
with abutment at the river's 
boarders and supported by two 
buttresses implanted on the 

river bed. 
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trés grupos de turbinas 
reversiveis de 100 MW de 
poténcia unitaria. 

Os descarregadores de cheias 
foram construidos sobre os 
contrafortes. 

O aproveitamento dispde de trés 
tomadas de agua, estabelecidas 
a montante da abdébada central, 
e uma galeria de derivacao 
provisoria, equipada com a 
descarga de fundo. 

O volume das escavacdes 
ascendem a 4/0000 m3 e 0 do 
betao colocado em obra foi de 
535000 m3. 


Cliente: E. D. P. 
Electricidade de Portugal, EP 


The power station, placed 
between the buttresses, /S 
equipped with three groups of 
reversible turbines of 100 MW 
of unit power. 

The spillways were built on the 
buttresses. 

The scheme a/so comprises 

three intakes, situated upstream 
the central arch, and a gallery 

for temporary diversion, equipped 
with an outlet module. 

The volume of excavations 
reached 470000 m3 and the 
concrete used was of 535000 m3. 


Employer: E. D. P. 
Electricidade de Portugal, EP 








Vista de jusante 


Downstream view 


Interior da Central 


Inner side of the power station 
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Vista de montante 


Upstream view 
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Aproveitamento 
hidroeléctrico da Raiva 
Portugal 

Esta também localizada-no rio 
Mondego, 10 km a jusante do 
aproveitamento da Aguieira, 
na regiao de Coimbra. 

A barragem é do tipo gravidade. 
A poténcia a instalar na central 
é de 2x15 MW. 

O volume das escavacées foi 
de 80000 m3 e o do betao 
colocado em obra 84000 m3. 


Cliente: E. D. P. 
Electricidade de Portugal, EP 
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Hydroelectric Scheme 
of Raiva 
Portugal 


The Raiva Dam is also situated 
on the Mondego River, 

10 km downstream from the 
Aguieira Dam. 

Raiva's Dam is a gravity dam. 


The Power to be installed in the 


Station Is 2x 15 MW. 
The volume of excavations was 


80000 m3 and the concrete used 


on site was 84000 m3. 


Employer: E. D. P. 
Electricidade de Portugal, EP 








Vista de jusante 


Downstream view 


Fase de trabalhos 


Stage of the works 
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Ccimentarias 
cement factories 
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Fabrica de Cimentos Tejo 
Alhandra — Portugal 


A VI Linha Fabril, cujo projecto 
de betao armado e empreitada 
de construcao, realizamos, na sua 
maior parte, tem uma capacidade 
de producao de 1 200000 t/ano 
de clinquer. 

Nas gravuras mostram-se, entre 
outros Orgaos, os silos de 
homogeneizacao, a moagem do 
cru, a torre de pré-aquecimento, 
Os macicos de forno, a 
plataforma do forneiro, 0 parque 


Tejo Cement Factory 
Alhandra — Portugal 


The Production Line N.° VI, 
which reinforced concrete design 
and construction, was mostly 
carried out by our Company, 

has a clinker production capacity 
of 7 200000 tons/year. 

The pictures show, among others, 
the blending silos, the raw mill, 
the pre-heating tower, the Kiln 
pilesters the kiln platform, the 
clinker area and several other 
subsidiary buildings, all of them 








Vista de conjunto da Fabrica de Cimento Tejo 


Global view of the Tejo's Cement Factory 


Ponte-cais da Fabrica 


Piers plant 
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Macicos do forno 


Kiln pilesters 


6.* linha fabril, durante a construcao 
Production line n.° 6. under construction 
Silos de homogeneizacao. 

Moagem do crt da 6. linha 


Blending silos. Raw Mill production line n° 6 
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de clinquer e diversos edificios 
auxiliares, entre os quais o de 
comando, todos por nds 
executados. 

Duas pontes cais, por nés 
construidas na década de 40, 
foram agora ligadas, reforcadas 

e€ ampliadas para servir a nova 
linha fabril. 

Os silos foram executados com 
moldes deslizantes. 

As estruturas estao fundadas 
sobre 10,6 km de estacas 
moldadas no terreno, de 
21,0me # 1,1 me executados 
na totalidade pela nossa empresa. 


Cliente: Cimpor 
Cimentos de Portugal, EP 





built by the Company. 
The two jetties, built in the forties 
have now been connected 

to each other, reinforced and 
enlarged, in order to improve 

the operation facilities of the 
new production fine. 

The silos were built using 

sliding shuttering. 

The structures are founded 

over 10.6 km of cast in-situ 
reinforced concrete piles, 

% 1,0m and 7,1 m totally carried 
out by our Company. 


Employer: Cimpor 
Cimentos de Portugal, EP 
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Vista do conjunto da Fabrica 


Global view of the 2nd line of Matola's Factory 


Macicos do forno 


Kiln pilesters 
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Fabrica de Cimentos 
da Matola 
Mocambique 


Nesta fabrica construimos toda 
a 2.2 Linha Fabril na qual se 
destacam, como elementos 
principais, os silos de 
homogeneizacao, a moagem 

do cru, a torre de 
pré-aquecimento, os macicos do 
forno, a plataforma do forneiro, 
a moagem e os silos de cimento. 
Os silos de homogeneizacao 
tém 75m de altura e foram 
construidos com moldes 
deslizantes. 

O volume de betao colocado 
em obra foi 13400 m3. 


Cliente: Cimpor 
Cimentos de Portugal, EP 


Matola Cement Factory 
Mozambique 


The whole of this factory's 2nd 
production line was built by our 
Company. The main structures 
are the blending silos, raw mill, 
pre-heating tower, the kiln 
pilesters and kiln's platform, the 


~milling and cement silos. 


The blending silos are 75 m high 
and were built with sliding 
shutters. 

The volume of concrete used 
on site was of 13400 m3. 


Employer: Cimpor 
Cimentos de Portugal, EP 
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Fabrica de Cimentos de Oujda 
Marrocos 


Empreitada obtida em concurso 
internacional, ocupou mais de 
500 trabalhadores portugueses, 
que ali construiram no prazo 

de 30 meses a totalidade desta 
importante obra. 

A capacidade de producao da 
fabrica é de 1 200000 t/ano 

de clinquer, distribuida por duas 
linhas de fabrico. 

O volume do betao armado 
colocado na obra foi de 
145000 m3. 

Dentro das varias estruturas 
construidas destacam-se os silos 
de betao armado, num total 

de 16, executados com 

moldes deslizantes. Destes silos, 


quatro tém diametro de 15m, 


com alturas de 32,40m e 62,00 m, 


e Os doze restantes tem didmetro 
de 14me 31,00 m de altura. 


Cliente: Office du Developpement Industriel 
Cimenterie de !'Oriental 





Oujda Cement Factory 
Morocco 


Awarded by an international 
tender this big job employed 
more than 500 portuguese 
labourers who erected the plant 
in only 30 months. 

The factory's clinker capacity 

is 1200000 tons/year, distributea 
by two production lines. 
Among the several structures 
built, the most important were 
the 16 reinforced concrete silos, 
carried out with sliding shutters, 
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4 of which with @ 15m and | 
32,40 m and 62,00 m high. 
The remaining twelve silos have a 
% 14m and $31,00m in height. , 

The volume of concrete used 

on site reached 145000 m3. 


Employer: Office du Developpment Industriel 
Cimenterie de !’Oriental 


Moinho de cimento. 
Silos de homogeneizacao e de calcario 


Cement mill. 
Blending and lime silos 
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Laminagem de chapa a frio, vista de conjunto 


Cold rolling — global view 





=] CONSTRUCOES TECNICAS, SARL. 


<> 


ee 


= ee 
we 
—_— 


Laminagem de chapa a frio 
Siderurgia Nacional 
Seixal — Portugal 


Para esta Siderurgia realizamos 
oO conjunto de trés naves com 
uma area total coberta da ordem 
de 28000 m2 e vaos de 

25,50 m e 30,50 m. 

As naves sao constituidas por 
estruturas de betao armado de 
grande rigidez. Alem das naves 
coube-nos a construcao de todas 
as importantes estruturas da 
laminagem propriamente dita. 





Cold Rolling 
National Steelworks 
Seixal — Portugal 


For the National Steelworks, 

we built three naves with a total 
covered area of about 28 000 m2, 
with spans of 25,50 m 

and 30,50 m. 

The naves consist of highly rigid 
reinforced concrete structures. 
We have also built all the 
structures for the rolling 
operations. 


As escavacoes, possibilitadas 
com rebaixamento do nivel 
freatico, atingiram 175000 m3 
e o volume de betao colocado 
em obra foi 45000 m3. 


Cliente: Siderurgia Nacional 
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The excavations, made possible 
by a lowering of the freatic level. 
reached 175000 m3 and the 
volume of concrete used on site 
was of 45000 m3. 


Employer: Siderurgia Nacional 





VAVVLALA VAN ALAAAAY 
Interior das naves, em construcao 


Inner side of the naves under construction 


Vigas das pontes rolantes 


The revolving bridges beams 
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Silos, torres e chaminés 
silos, towers and chimneys 
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Vista aérea do Silo Portuario de Lisboa 


Aerial view of the Lisbon's Harbour Silo 


Silo Portuario 

de Lisboa - Portugal 

Com a Capacidade total de 
60000 t foi projectado pelo 
nosso gabinete de estudos 

e realizado em trés fases. 

E constituido por 57 células 
cilindricas com 33,5 m de altura 
e 6,5 m de diametro interior, 
por duas torres de manobra 

e por um edificio dos servicos 
técnicos e administrativos 

As células foram executadas 
com moldes deslizantes. 

Esta fundado sobre 393 estacas 
de betao armado de # 1.0m 


Cliente: 
Federacdo Nacional dos Produtores de Trigo 


Lisbon’s Harbour Silo 
Portugal 


Witr a total capacity of 

60000 tons, this silo was entirely 
designed by our Projects 
Department and built by us in 
three stages. 

The silo is formed by cylindrical 
bins, 33,5 m high and 6.5m 
inner @. /t also comprises two 
operation control towers and one 
administrative and technical 
division building. The bins were 
built with sliding shutters. 

The silo is supported by 

393 reinforced concrete 

piles ® 7,0 m. 


Employer: 
Federac4o Nacional dos Produtores de Trigo 
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Silos para cereais 
Angola, Acores, Cabo Verde 


O silo portuario do Lobito tem 
uma capacidade de 20 000t 

e 32 células de 5,42 m 

de diametro. 

O silo construido em Ponta 
Delgada, tem uma capacidade de 


5 800t e 21 células com # 4,65 m. 


O silo de S. Vicente tem uma 
capacidade de 4000t 

e 12 células, destinando-se 

a milho, feijao e trigo. 

O silo do Lobito, cuja construcao 
foi a primeira obra da nossa 
empresa em Angola, foi fundado 
sobre 500 estacas de betao 
armado moldadas no terreno 
com % 52cm. 

As células de todos os silos foram 
construidas com moldes 
deslizantes. 

Os projectos de betaéo armado 
foram executados pelo nosso 
gabinete de estudos. 

Nos territorios acima referidos 
executaram-se ainda varias 
outras unidades de ensilagem 
semelhantes. 


Dono da obra: 

Governo de Angola 

Comisso Reguladora de Cereais 
do Arquipélago dos Acores 
Governo de Cabo Verde 


Owner: 

Angola Government 

Comiss4o Reguladora de Cereais 
do Arquipélago dos Acores 
Cape Verde Government 


Grain Silos 
Angola, Azores, Cape Verde 


The Lobito'’s Harbour silo has 

a 20000 tons capacity and 

32 bins, @ 5,42 m. 

The silo built in Ponta Delgada 
has a 5800 tons capacity 

and 21 bins @ 4,65 m. 

The S. Vicente’s Harbour silo has 
a 4000 tons capacity and 

12 bins, for the storage of maize, 
beans and wheat. 

The Lobito silo, our Company's 
first job in Angola, is supported 
by 500 cast in-situ reinforced 
concrete piles, with ® 52cm. 
The bins of all these silos were 
built with sliding shutters. 

Our Projects Division designed 
the reinforced concrete structures 
of all these jobs. 

Our Company has also built 
several other silos in these 
countries, all of which under 
similar design and construction 
procedures. 





Silo Portuario de S. Vicente 


S. Vicente Harbour Silo 


Silo Portudrio do Lobito 


Lobito Harbour silo 


Silo em Ponta Delgada 


Ponta Delgada's silo 
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Silo da Tagol 
Palenca — Portugal 


Construido na margem esquerda 
do Tejo fronteira a Lisboa, 
destina-se ao armazenamento de 
soja e tem uma capacidade 

de 350001. 

E constituido pela torre de 
manobra e 30 células com 

6,50 m de diametro sendo 

O corpo das células fundado 
sobre estacas de betao armado 
% 1;10 m. 

As células foram construidas 
com moldes deslizantes. 

As estruturas foram concebidas 
e projectadas pelo nosso 
gabinete de estudos. 


Cliente: Tagol 
Companhia de Oleaginosas do Tejo, SARL 





Tagol Silo 
Palencga — Portugal 


Built on the left-bank of the 
River Tagus, opposite Lisbon, 
this 35 000 tons silo is meant 

for the storage of soybean. 

/t comprises an operation control 
tower and 30 bins of 6.50 m, 
being the body of the bins 
supported by reinforced concrete 
piles @ 7,10 m. 

The bins were built with 

sliding shutters. 

The structures were designed 

by our Projects Division. 


Employer: Tagol 
Companhia de Oleaginosas do Tejo, SARL 








Vista de conjunto do silo de Palenca 


Global view of the Palenca silo 


Deslize das céiulas 


Bins sliding procedure 


Torre de manobra 


Operation contro! tower 


Silo para Malte 
Vialonga — Portugal 


Destinado a ensilagem de cevada 
e malte, tem uma capacidade 

de 200001, distribuida por 

24 células rectangulares com 

30 m de altura, acima das 
tremonhas. 

A torre de manobra ultrapassa em 
22,5 m a cobertura das céjulas. 
Toda a construcao foi executada 
com moldes deslizantes, 
inclusivamente a torre de 
manobra. 

Os pavimentos desta torre foram 
depois moldados de cima para 
baixo usando um molde suspenso. 


Cliente: Sociedade Central de Cervejas 


Malt Silo 
Vialonga — Portugal 


This silo, meant for the 

storage of malt, has a 

20000 ton capacity, distributed 
by 24 rectangular bins, 30 m high 
above the hoppers. 

The operation control tower 

is 22,5 m higher than the 

bins cover. 

The whole construction was built 
with sliding shutters, including 
the operation contro/ tower. 

The tower pavements were, 
afterwards, cast from top 

to bottom, by means of a 
suspended form. 


Employer: Sociedade Central de Cervejas 


Silo para malte em Vialonga 


Malt Silo at Vialonga 


Silo para adubos em Alverca 


Fertilizers Silo at Alverca 





Silo para adubos 
Alverca — Portugal 


Construido em Alverca, com uma 
capacidade de 30000 t para 
armazenar adubos, tem uma 
superestrutura constituida por 
arcadas de 3 articulacdes, 
reforcadas com costelas. 

As fundacées, que atravessam 

as aluvides lodosas do Tejo, sao 
constituidas por 968 estacas de 
betao armado, moldadas no 
terreno, 52 cm. 

A conclusao da obra ocorreu 
com grande antecipacao em 
relacao a prevista contratualmente. 
O projecto foi elaborado pelo 
nosso gabinete de estudos. 


Cliente: Nitratos de Portugal 


Fertilizers Silo 
Alverca — Portugal 


Built at Alverca, with a capacity 
of 30000 tons and meant for the 
storage of fertilizers this silo has a 
superstructure of arches with 

3 joints, strengthened with ribs. 
The foundations, which cross the 
mud alluvions of the River Tagus, 
are formed by 968 cast in-situ 
reinforced concrete piles, 

of @ 52 cm. 

The job was completed far ahead 
of the scheduled date. 

The design is from our 

Projects Division. 


Employer: Nitratos de Portugal 
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Torres Vermelhas 
Maputo — Mocambique 


Foram construidas em Maputo, 
com a utilizacao de moldes 
deslizantes, para O que O projecio 
estrutural foi devidamente 
adaptado pelo nosso gabinete 

de estudos. 

As alturas deslizadas atingiram 
86,20 m. Na torre da direita vé-se 
o molde deslizante a atingir 

o topo da torre. 

As duas torres estao fundadas 
sobre 292 estacas de betao 
armado, moldadas no terreno, 

de 1.0m. 


Dono da obra: Governo de Mocambique 
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Red Towers 
Maputo — Mozambique 


These Towers were built in 
Maputo, with sliding shutters, 
having the design been adapted 
by us, in order to use this 
construction system. The sliding 
heights reached 86,20 m. 

On the right side tower, one can 
see the sliding shutter reaching 
the top of the tower. 

Both Towers foundations are 
formed by 292 cast in-situ 
reintorced concrete piles 

of 2 7,0 m. 


Owner: Mozambique Government 


Vista aérea das Torres Vermelhas no Maputo 


Aerial view of the Red Towers in Maputo 
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Chaminés e torres 
Portugal 


Realizadas nuns casos com 
moldes deslizantes e noutros 
com moldes trepadores. 

O projecto estrutural da quase 
totalidade das obras deste tipo 
por nds executadas foi levado 
a cabo pelo nosso gabinete 
de estudos. 






Chimneys and Towers 
Portugal 


Some of the chimneys and 
towers were built by means of 
sliding shutters and others, with 
mounting moulds. 

The structural design of the 
majority of these jobs, was carried 
out by our Projects’ Division. 
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Siderurgia Nacional — Seixal — Portugal 


Siderurgia Nacional — Seixal — Portugal 


Refinaria da Sacor — Porto — Portugal 


Refinaria da Sacor — Porto — Portugal 


Torre Hertziana, T. L. P. — Lisboa — Portugal 
T.L.P. Hertzian Tower — Lisbon — Portugal 
Central Termoeléctrica da E.D. P 

Carregado — Portugal 

E.D.P. Thermoelectric Power Station 
Carregado — Portugal 

Petroquimica de Sines — Portugal 


Petroquimica de Sines — Portugal 


Interior duma chaminé 


Inner view of the chimney 
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hotéis e edificios 
hotels and other buildings 


Hotel da Balaia 
Algarve — Portugal 


Situado perto de Albufeira, no 
Algarve, construimos 0 corpo 
mais elevado, de 10 pisos, com 
uma area de construcao 

de 3900 m2. 


Cliente: Sociedade Hoteleira da Balaia 


Hotel de Ofir 
Portugal 


Construi{mos a ampliacao, 
constitufda pelo corpo de cinco 
pisos, para 100 apartamentos 
com uma area de construcao 
de 5300 m2. 


Cliente: 
Sofir, Sociedade de Turismo de Ofir, SARL 


Balaia Hotel 
Algarve — Portugal 


Situated near Albufeira, Algarve. 
we built the tallest structure of 
this 10 floors hotel, with a 
construction area of 3 900 m2. 


Employer: Sociedade Hoteleira da Balaia 


Ofir Hotel 

Portugal 

The enlargement consisting 

of a 5 floors body, for 

700 appartments, with 

a construction area of 5300 m2, 
was built by our Company. 


Employer: 
Sofir, Sociedade de Turismo de Ofir, SARL 








Hotel da Balaia 


Balaia Hotel 


Hotel de Ofir 


Ofir Hotel 
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Edificios auxiliares — Refinaria de Sines 


Subsidiary Buildings — Sines Oil Refinary 


Entrada do Edificio Administrativo 
Refinaria de Sines 


Administrative Building Entrance 
Sines Oil Refinaty 


Fabrica de Papel da INAPA 


Paper Factory of INAPA 


Edificios da Petrogal 
Refinaria de Sines 
Portugal 


Os edificios administrativos, dos 
servicos sociais, do laboratdrio 
e dos servicos médicos, foram 
por nos constru/dos. 

Cliente: Petrosul 


Sociedade Portuguesa de Refinacado 
de Petréleos, SARL 





Fabrica de papel 

Setubal — Portugal 
Construida junto a Setubal, 

a area do edificio principal 
ocupa 4025 m2 

O volume de betao armado 
colocado em obra é de 8000 m3. 


Cliente: INAPA 
Inddstria Nacional de Papel 





Petrogal Buildings 

Sines Oil Refinary 

Portugal 

The administrative, social, 
laboratories and medical services, 
buildings were all built by our 
Company. 

Employer: Petrosul 


Sociedade Portuguesa de Refinacéo 
de Petréleos, SARL . 
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Paper Factory 
Setubal — Portugal 


This factory was,built near 
Setubal, and the area of its main 
building is 4025 m2. 

The volume of reinforced concrete 
used on site was 8000 m3. 


Employer: INAPA 
Inddstria Nacional de Papel 
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Inicio dos trabalhos 


Starting of the works 


Cave e sala em tosco 


Basement and coarse room 


Interior do teatro reconstruido 


. 
Inner view of the re-built theatre 


Teatro Nacional D. Maria Il 
Lisboa — Portugal 


Foi por nds reconstruido apds 

oO incéndio que o destruiu em 
1966 mantendo o tracado 
arquitectonico exterior e tendo 
sido dotado de todos os 
requisitos de um teatro moderno 
Estando o nivel freatico 
praticamente ao nivel do solo, 
houve que construir a cave, com 
10 m de profundidade, ao abrigo 
de cortinas de betéo armado, 
moldadas no terreno com 0.8m 
de espessura. As superstruturas 
foram fundadas sobre estacas 
de#10me%1,1m. 

Cliente: 


Direcc4o-Geral dos Edificios 
e Monumentos Nacionais 


National Theatre D. Maria Il 
Lisbon — Portugal 


This theatre was re-built by our 
Company, after it had been 
destroyed by the fire in 1966 

/ts previous external 
architectonical trace was 
maintained and the construction 








provided with the requirements 
of a modern theatre. 

The water almost at ground level, 
the basement 10 m deep, had 
to be built under the protection 
of a cast in-situ reinforced 
concrete 0,8 m thick wall, 
surrounding all the building. 
The superstructures have 
foundation piles & 1,0 and 

2 7,1 m. 


Employer: 
Direccao Geral dos Edificios 
e Mcnumentos Nacionais 
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Hangar dos Jumbo Jet 


Jumbo Jets hangar 


Projecto do hangar 


Hangar project 


Vista interior do hangar 


inner view of the hangar 
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Hangar 6 

dos Jumbo Jet 747 
Aeroporto de Lisboa 
Portugal 


Localizado no aeroporto de 
Lisboa, foi dimensionado para 
albergar dois Boeing 747 
Jumbo Jet e um Boeing 707. 
Além do hangar construimos 
também as oficinas de apoio, 

Os armazéns, 0 edificio dos 
escritOrios COM Cinco pisos e OS 
edificios auxiliares, integrando 
um centro de trabalho para 

1 600 pessoas. 

Todo o conjunto foi edificado 
num prazo de 19 meses. 

A area coberta do hangar 

é de 14400 m2 e a dos servicos 
cerca de 24000 m2. 

Foram colocados em obra 
17500 m3 de betao e 1 800 if de 
estruturas metalicas. 

O comprimento total das estacas 
de fundacao atingiu 5,3 km. 


Cliente: Air Portugal 
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Hangar 6 ° 
for the 747 Jumbo Jets 
Lisbon Airport 

Portugal 


This hangar, at the Lisbon Airport, 
was dimensioned 

to accomodate two Boeing 747 
Jumbo Jets and 1 Boeing 707. 
Furthermore, we also built all the 
standby workshops and 
warehouses, the 5 floors offices 
building, and the subsidiary 
buildings, being the whole job a 
working complex for more than 

7 600 people. 

The whole construction job was 
finished in 19 months. 

The hangar's covered area Is 
74400 m2 and the one of the 
services 24000 m2. 

We used, for this job, 17 500 m3 
of concrete and 7 800 tons of 
meta/ structures. 

The total length of the 
foundations piles reached 5,3 km. 


Employer: Air Portugal 
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pontes e viadutos 
bridges and flyovers 
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Vista geral 


Global view 


Cimbres dos arcos 


Arches wooden framework 
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Viaduto de Sacavém 
Portugal 


Atravessando 0 rio Trancao, 
junto a Lisboa, na Auto-Estrada 
do Norte, tem 327,40 m de 
comprimento, 5 tramos em arco 
e 2 faixas de rodagem com 
10,5 m de largura. 

A infra-estrutura é constituida 
por estacas de betao armado 
moldadas no terreno, de 2 1,0 m, 
que atravessam as aluvides 
lodosas até profundidades da 
ordem dos 60 m. Foram as 
primeiras estacas deste porte 
executadas em Portugal. 


Cliente: Junta Auténoma de Estradas 


Sacavém Bridge 
Portugal 


Crossing the River Trancao, 

in the outskirts of Lisbon, 

and part of the Northern 
Highway, this bridge is 

327,40 m long with five arches 
and 2 motor lanes, 10,5 m 
wide, each. 

The infrastructure is formed by 
cast in-situ reinforced concrete 
piles, of 2 1,0 m, which cross 
the mud alluvions, reaching 
approximately 60 m deep. 
These were the first piles of the 
kind to be built in Portugal. 


Employer: 
Junta Auténoma de Estradas 








Vista nocturna 


Night view 


Pré-esforco do tabuleiro 


Deck pre-stressing 


Indicacao do prazo de conclusao 


Completion date board 
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No Rodoviario de Caxias 
Portugal 


Implantado na estrada marginal 
Lisboa-Cascais, foi por nds 
projectado e construido em 

58 dias de trabalho continuo. 

O pontao, com um tabuleiro de 
betao pré-esforcado, foi fundado 
sobre estacas de betao armado 
de 1.0m. 

Pela primeira vez em Portugal um 
letreiro indicou ao publico os 
dias que faltavam para a sua 
abertura ao trafego. 

O apertadissimo prazo, que tanto 
interessava ao publico utente, 

foi cumprido ao minuto. 


Cliente: Junta Auténoma de Estradas 


Caxias Interchange 
Portugal 


Situated at the seaside highway 
between Lisbon and Cascais, 
this interchange was entirely 
designed and constructed by our 
Company, during 58 days of 
continuous work. 
The flyover, with a pre-stressed 
concrete deck, was founded on 
reinforced concrete piles 
of @ 7,0m. 
For the first time in Portugal, 
people passing by were able 
to see on a board the number 

f days needed for the works 
to be completed and to be open 
to the traffic. The extremely short 
period, so important for the 
highway’'s public, was met 
to the minute. 


Employer: 
Junta Auténoma de Estradas 
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Pontes e Viadutos 

dos Caminhos de Ferro 
de Benguela 

Angola 


A empreitada consistiu na 
execucao de 10 pontes 

e viadutos 

de betao pré-fabricado, com um 
comprimento total da ordem 

de 1,7 km. 

Os vaos tém 26 m de comprido 
e os pilares alturas variaveis 

até 50 m. 

Os pilares foram construidos com 
moldes deslizantes e as vigas do 
tabuleiro com a utilizacao de 
estruturas autoportantes. 

A obra foi executada em 

10 meses, quando o prazo 
contratual era de 14 meses. 


Dono da obra: Governo de Angola 





Bridges and Flyovers 
for the Benguela Railways 
Angola 


This sob consisted on the 
erection of 70 pre-cast concrete 
bridges and flyovers, with a total 
length of 1,7 km. 

The spans are 26 m long and 

the columns, of various heights, 
up to 50m. 

These columns were built with 
sliding shutters and the decks’ 
beams with se/f-supported 

stee/ trestles. 

This job was completed in 

170 months, far ahead of schedule, 
since the contract stated a 
completion period of 14 months. 


Owner: Angola Government 
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Pontes rodoviarias 
Angola 


Os tramos tipo «bow-string» 
tém aqui vaos de 70m e 62m. 
A ponte sobre o rio Longa 

é continuada por um viaduto com 
320 m de comprimento. 

O tramo central da ponte sobre 
o Queve tem 40 m de vado e os 
tramos laterais 30 m. Esta ponte, 
fundada sobre estacas moldadas 
no terreno, € também prolongada 
por um viaduto. 


Dono da obra: Governo de Angola 
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Road Bridges 
Angola 


The bow-string type spans shown 
here, are 70 m and 62 m /ong. 
The River Longa Bridge is 
continued by a flyover, 

320 m long. 

The central span of the River 
Queve Bridge is 40 m long and 
the side spans are 30 m long. 
This bridge is supported by cast 
in-situ concrete piles and is also 
continued by a flyover. 


Owner: Angola Government 
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Ponte sobre 0 Longa 


River Longa bridge 


Ponte de Panguila 


River Panguila bridge 


Ponte sobre o Longa 


River Longa bridge 


Ponte sobre 0 Queve 


River Queve bridge 


Lisboa 


fundacdes e geotécnia 
foundations and geotechnics 
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Ponte sobre o Tejo — Lisboa — Portugal 


River Tagus bridge — Lisbon — Portugal 


Ponte sobre o Tejo — Lisboa — Portugal 
Fundacdo de um pilar intermédio 


River Tagus bridge —Lisbon — Portugal 
Foundation of an intermediary pile 


Ponte sobre o Tejo — Lisboa — Portugal 
Introdugdo de uma armadura de estaca. 
com 60 m de comprimento 


River Tagus bridge — Lisbon — Portugal 
Introduction of reinforcement for 60 m long pile 


A execucdo de fundacGées 
constitui um ramo especializado 
da nossa empresa, desde que ela 
iniciou a sua actividade, em 1946 
Dispomos assim de uma 
experiéncia de mais de trés 
décadas. 

Durante esse periodo executamos 
mais de 350000 m de estacas 

de fundacao. 

Como se vé nas fotografias que 
ilustram estas paginas dispomos 
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Foundations are a specialized 
branch of our Company, ever 
since we began our activity, 

in 1946. This means a vast 
experience acquired over more 
than 3 decades. 

During this period we built more 
than 350000 m of foundation 
piles. 

As can be clearly seen by the 
Photographs herein, we have 
a highly diversified equipment. 
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Viaduto sobre o rio Trancao — Projecto 
Bridge over River Trancéo — Project 
Aspecto de uma estaca de betao armado 
moldada no solo. 4 1.0m 

View of a cast in situ reinforced concrete 
pile. @ 7.0m 

Viaduto sobre o rio Trancado 


Sacavém — Portugal 


Bridge over River Trancéo 
Sacavém — Portugal 
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de equipamento muito 
diversificado. 

Para execucao de estacas de 
betao armado moldadas no solo, 
com diametros de 30cm a 60cm, 
usamos normalmente a técnica 
de cravacao prévia do tubo 
obturado e posterior enchimento 
com betao. O betao é vibrado 

a medida que o tubo é retirado, 
como se mostra no esquema 


relativo a execucao destas estacas. 


A técnica de perfuracao prévia 
para executar estacas moldadas 
no terreno, 6 usada por nos com 








For the cast in-situ reinforced 
concrete piles, 2 30cm to 
60cm we normaly drive 
obturated stee/ pipe and fill it 
afterwards with concrete. 

The concrete is vibrated while 
the casing is removed, as can be 
seen on the scheme concerning 
the execution of these piles. 

The technique of boring, for the 
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Porto de Leixdes — Portugal 

Maquinas «Benoto» fazendo a perfuracao 

de aluvides, betonagem de estacas e execucdo 
de tubos moldadores 


Leixées Harbour — Portugal 
«Benoto» machines, drilling alluvions, 
concreting, introducting and extracting casings 


«Rock-Drill» na perfuracéo de granitos 


Rock-drilling through granite at Leix6es Harbour 


Ponte sobre o Cuanza — Angola 
Lancamento do tramo central da Ponte 


Cuanza river bridge — Angola 
Paving of bridge's central span 


Ponte sobre o Cuanza — Angola 
Maquinas rotativas fazendo a perfuracao 
das estacas (Wirth e Salzgitter) 


Cuanza river bridge — Angola 
Boring pile with equipment 
(Wirth and Salzgitter) 





mais frequéncia para estacas com 
diametros compreendidos entre 
0,60 me 1,20 m. Nestes casos 
entubamos ou nao a parede da 
estaca consoante a natureza 

do terreno. 

A perfuracao do terreno, também 
consoante Os casos, é feita com 
ferramentas de percussao, como 
Os trepanos e «hammer-grabs» 
ou por ferramentas de rotacdo, 
como trados, baldes ou 
«roller-bits». 

De entre as centenas de milhares 
de metros de estacas de betdo 
armado moldadas no solo 
executadas pela nossa empresa, 
podemos destacar: 
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same type of piles, is used by 
our Company when the piles 

are 2 0,60m to 1,20 m./n such 
cases, we may or may not use 
casings, depending on the 

nature of the ground. 

Also depending on the 
circumstances, the boring is made 
with percussion equipment, 

such as trepans and 
hammer-grabs, or rotary tools, 
like buckets, augers or 

roller- bits. 

Of the hundreds of thousands 

of meters of cast in-situ 
reinforced concrete piles, built by 
our Company, the following are 
to be pointed out: 


FF  — eeeeeS—ss 


Sr CONSTRUCOES TECNICAS, SARL 


TUBO MOLDADOR*.“"-; -, 
CASING x 





VIBRADOR 
VIBRATOR 


FIRME GeO DGIcG 


Execucao de estacas moldadas no solo, vibradas, 
com cravacao prévia do tubo obturado 


Cast in-situ vibrated concrete piles with 
previous driving of obturated casing 


Execucao de estacas de betaéo moldadas no solo, 
vibradas 


Cast in-situ reinforced concret vibrated piles 








Ponte sobre o rio Tejo, em 
Lisboa — Portugal 

125 estacas verticais e inclinadas, 
% 1,0m, com comprimentos 

até 60m: 

As estacas, betonadas no interior 
do tubo moldador, recuperado, 
atravessam mais de 50 m de 
aluvides lodosas e penetram 

1,7. m no basalto rijo. 

A perfuracao do terreno foi feita 
com trepano e «hammer-grab». 


Ponte sobre o rio Cuanza 
Angola 

72 estacas, verticais, com 
diametro de 1,20, com 
comprimentos até 62m: 

As estacas foram betonadas sem 
tubo moldador, utilizando 
bentonites, e a perfuracao feita 
com ferramentas rotativas 
extraccao com circulacao 
inversa Ou «air-lift». 

As estacas atravessam aluvides 
lodosas e arenosas e penetram 
em argilas compactas. 


River Tagus Bridge 

Lisbon — Portugal 

725 vertical and sloping piles, 
% 1.0m and up to 60m /ong. 
These piles, casted with 
removable casing cross more than 
50 m of mud alluvions and are 
driven 1,7 m into hard basaltic 
rock. The drilling operations 
were performed with trepans 
and hammer-grabs. 


Cuanza River Bridge—Angola 
72 vertical piles, 1,20m % and 
up to 62m long. 

These concrete piles were built 
without casing, using bentonites. 
The boring operations were 
performed with rotary tools, 

the extraction made by inverted 
circulation or air-lift. 

The piles cross mud and sand 
alluvions and are driven into 
compact Clays. 
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Porto de Leix6es — Portugal 

Perfuracao e revestimento de aluvides com 
maquinas «Benoto» e prolongamento de estaca 
com furacao rotativa 


Boring and casing of alluvions with «Benoto» 
equipment; extension of the pile through 


Leix6es harbour — Portugal 1 : 
granite with rotary drilling . 


Porto de Nacala — Mocambique 
Cravacao de estacas-pranchas metalicas 


Nacala Harbour — Mozambique 
Driving of sheet stee/ piles 


Prospeccao com sonda rotativa 


Sounding with rotary sounders 








Viaduto sobre o rio Trancao Trancéo River Bridge 

Sacavém — Portugal Sacavém — Portugal 

76 estacas, verticais e inclinadas, 76 vertical and sloping piles, 

% 1.0m, com comprimentos being 2 1.0m and up to 58m 
até 58m: long. These piles are similar 
Estacas analogas as da Ponte to those used for the River Tagus 
sobre o Tejo, atravessando Bridge, crossing mud and sand 
aluvides lodosas e arenosas alluvions and penetrating 

e penetrando na rocha calcaria. limestone. 

Edificio do Montepio Montepio Building 

Maputo — Mocambique Maputo — Mozambique 

163 estacas, verticais,  0,60m 163 vertical piles, 2 0,60m 

a 1,20m com comprimentos to 1,20 m, up to 36 m long. 

até 36m. The piles were built by means 

As estacas foram executadas of a similar approach to that used 
com técnica analoga as da Ponte for the Cuanza River Bridge. 
sobre o Cuanza. Atravessam They cross soft sand formations 
formacdes arenosas brandas and are supported by compact 


e apoiam-se em areias compactas. sands. 
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Cais do Porto de Leixdes 
Portugal 


965 estacas, verticais e inclinadas, 


$1,.0me1,10m, com 
comprimentos até 53 m. 

As estacas atravessam aluvides 
lodosas e arenosas e penetram 
profundamente na rocha 
granitica alterada. 

A perfuracao das aluvides foi 
feita com «hammer-grab», 


introduzindo-se o tubo moldador, 


posteriormente retirado. 

O prolongamento das estacas 
através dos granitos fez-se com 
ferramentas rotativas, com 
«roller-bits». 

Algumas estacas, mesmo 
inclinadas a 12°, penetraram 
mais de 30m nos granitos 
alterados. 

Usando predominantemente 
estacas de betao armado 
moldadas no solo, a nossa 
empresa tem recorrido tambem 
ao emprego de estacas cravadas 
quer de betao armado quer 
metalicas. 

Em 1969 iniciou a sua actividade 
no dominio das paredes de 
betao armado moldadas no solo, 
com a execucaéo das Caves do 
Teatro Dona Maria, em Lisboa. 
No dominio de prospeccao 
geotécnica, temos desenvolvido 
larga actividade, designadamente 
em prospeccao para estudo de 
fundacdes. O numero de estudos 
apresentados é de 760 e é de 
cerca de 100000 m 

o comprimento total das 
perfuracées realizadas. 
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Porto de Leixdes — Portugal 
Execucao das estacas de fundacao 


Leixé6es Harbour Quay 

Portugal 

965 vertical and sloping piles, 
%17,0mand % 7,10 m, up to 

53 m long. 

The piles cross mud and sand 
alluvions and penetrate deeply 
into altered granitic rock. 

The drilling operations of the 
alluvions were carried out by 
hammer-grabs, introducing the 
casing which later on was 
removed. 

The boring of the piles into the 
granitic rock was carried out by 
rotary tools, such as roller-bits. 
Some piles, even with a 

12.° slope. penetrated more than 
30 m into the altered granitic rocks. 


Leix6es Harbour — Portugal 
Execution of foundation piles 


Although mainly using cast 
in-situ reinforced concrete piles, 
our Company has also used 
driven piles, both of reinforced 
concrete or steel. 

/n 1969, our Company began its 
activity on the field of cast in-situ 
reinforced concrete walls, 

with the construction of the 

D. Maria's theatre basement. 

In the field of the geotechnic 
research, we have been 
developping a wide activity, 
mainly in what concerns soil 
surveys for foundations. 

The number of reports submitted 
is 760 and the total number of 
drilling operations already 
performed has reached 100000 m. 


Telefone/Telephone: 675051 e Telex/Telex: 16431 CT LISB e Endereco Telegrafico/7eleg. Address: CONTEL — Lisboa 


f= CONSTRUCOE ARL. 
Si S TECNICAS, SARL 


GRATELO, S.A. R, L — Amadora 


